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Description 

 Purpose of writing 

This document describes the overall process of the system and function. To make it 

convenientfor users to know what is this system use for, and how to use it. 

The system collects sensor information in real time through various sensors installed inside 

the outdoor LCD device: temperature sensor, humidity sensor, smoke sensor, water immersion 

sensor, current sensor, door open sensor, Collisionsensor (gyroscope), etc. The real-time sensor 

status information is transmitted to the system server (hereinafter referred to as the server side) 

through the communication module, and the user can monitor the real-time status information 

of the outdoor LCD device in real time through a computer, a tablet, a mobile phone 

(hereinafter referred to as a user terminal) via network, etc.: The user can also send command 

directly to control the system of those specification via login the server system, Realize the 

purpose of remote monitoring and remote control. 

 

System composition 

 

Operating environment 

Outdoor LCD equipment operating environment: Android 4.0 or above, network required. 

Global Outdoor LCD Maintenance Platform operating environment: any version of computer& 

Windows operating system, also no limit to browsers used. 

Mobile terminal operating environment: mobile phones, tablets, browsers. 

The main function 

1. Multi-language supported ------- This system support both Chinese and English for now. 
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2. Remote management of outdoor multimedia devices ------ use the cloud platform to 

centrally manage, add, edit, and remove devices. 

3. Remote monitoring of outdoor LCD ------ On the cloud platform, you can view real-time 

status information and alarm information of the device, and abnormal situations occur, 

which is convenient for timely detection and repair, save time and cost for maintenance. 

4. Remote maintenance of outdoor LCD ------ You can check the overall operation and changes 

of the equipment through the cloud platform, Know all equipment conditions. 

5. Outdoor LCD self-protection function ------ The heat dissipation function of the device 

changes with the temperature of the device. When the temperature is too low, the screen is 

automatically turned off, the heater is turned on, the screen is turned on after the 

temperature rises, and the temperature is automatically turned off when the temperature is 

too high. The screen increases the fan speed. When the temperature drops, the screen 

automatically turns on, and the device automatically shuts down after entering the water to 

maximize the protection of the device. 

6. Remote camera monitoring ------ When the device is subjected to malicious damage (such 

as excessive impact), the device automatically takes photos and collects the certificate and 

uploads it to the cloud platform and plays the alarm voice. 

Use of outdoor multimedia equipment terminal software 

Enter to terminal software 

    (it was been pre-installed from the factory, APP icon can been found from the android 

system) 

(Boot automatically, if you don't need to view it, then no need to open it) 



 Marvel Technology(China) Co.,Ltd                                   

http://www.marveltechgroup.com.com 

Solemnly declare: This software manual is strictly forbidden for other commercial purposes without the permission of our company, and 
the offender will be held liable. 

1. Click on the software of the device terminal to see the main menu interface. 

2. The server settings are generally set by the professional and are set before leaving the 

factory and do not need to be changed. 

3. Serial port information: You can view the current information of the sensor installed on the 

device. 

4. System Information: You can view the device number and the version number of the 

terminal software. 

Serial port information 

 Serial communication verification: to verify whether the communication between each 

sensor and the micro-controller is smooth; 

 OLED screen: displays the status of the current screen, on/off; 

 Fan speed: displays the current speed of the configured fan; 

 Temperature: displays the current temperature inside the device; 

 Humidity: the current humidity inside the device; 

 Smoke: Whether there is current smoke inside the equipment; 

 The angle is larger than 15 degrees: used to judge whether the device is tilted, the tilt is: yes, 

not tilted to: no; 

 Impact: Determines whether the device is currently suffering an impact that exceeds the 

warning value; 

 Inlet 1/2: whether water is in the bottom of the equipment, 2 is low water level, 1 is high 

water level; 

 PWM: Controls the wind speed of the fan. Under normal conditions, the higher the PWM, 

the faster the wind speed; 

 Filter pressure difference: determine whether the filter is clogged and needs to be replaced; 
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 Door 1: the switch state of the rear door of the device; 

 Door 2: the switch state of the front door of the device; 

View system information 

 Device terminal number: The basis for adding and identifying devices in the background 

 Version number: version of the software 

Global Outdoor LCD Maintenance Platform  

login in 

 Use PC and browser to access the outdoor management system website: 

http://omc.marveltechgroup.com 

 Enter the account password, select the language (Chinese and English are supported by the 

system), and click Login; 
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Device Monitoring 
 

1) After the user logs in, the device monitoring list shows all the terminal devices under the 

user name. 

2) On the device monitoring page, you can see the device ID, online status, power, temperature, 

wind speed, and humidity. 

3) Alarm light: In addition to the value of each state, the status light is used to display the 

current device status. 

(Green stands for normal, red for level 1 alarm, orange for level 2 alarm, gray for offline or 

invalid) 

4) In the statistics below, you can display the total number of devices, the number of online 

devices, and the number of devices that are alerted. 

5) Double-click the device to enter the device details page. 

6) Online status: ON means online and OFF means offline. 

7) Power status: This refers to the screen power supply, ON means the power is on, and OFF 

means the power is off. 

8) Device temperature value, set 3 states according to temperature boundary: normal, first 

level alarm, second level alarm 

 

      The temperature boundary value and warning lights are as follows: (Depending on the region, 

there will be changes) 

 Ultra-low temperature: such as: less than -10 degrees; (level one alarm, red light) 

 Low temperature: eg -10 ~ -5 degrees; (secondary alarm, orange light) 

 Normal temperature: eg -5 ~ 30 degrees; (normal, green light) 

 Slightly high temperature: eg 30 ~ 55 degrees; (normal, green light) 

 High temperature: eg 55 ~ 65 degrees; (secondary alarm, orange light) 

 Ultra high temperature: if greater than 65 degrees; (level one alarm, red light) 

Note: The above temperature boundary value can be set (default setting, user setting and 
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device setting, user setting priority, device setting second, if none is set, the default setting data 

is used. If there are special circumstances, please contact the merchant. ) 

 

Detailed device monitoring information graphical interface 

 On the device detailed monitoring information page, you can view the current status of the 

device. 

 Screen: Whether the screen is currently on (on/off) 

 Humidity: The current humidity of the device. If it is greater than 95, it displays the first level 

alarm light; 

 Smoke: “None” means no smoke, “Yes” means there is smoke, and when there is smoke, it 

shows a level 1 warning light; 

 Water accumulation: 0 means no water, 2 means a small amount of water, 1 means a lot of 

water; 2 shows an orange light 1 shows a red light; 

 Impact: “None” means no impact, “Yes” means impact or fall to the ground. If there is an 

impact, it will start photo monitoring and upload photos to the network server; 

 Heater: “Off” means the heater is off, and “on” means the heater is on; 
 Wind speed: current speed of each cooling fan 

 Tilt: Is the device currently tilted (YES/NO) 

 Data update: the latest sensor information upload time, default update every 10S. 
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Alarm monitoring 

 You can see what happens when the device is abnormal, including the source of the alert, 

the alert description, and the time the alert occurred. 

 Alarm time: the time and duration of the alarm 

 Device details: Click to jump to the detailed device monitoring page. 

Source and condition of the alarm 

 Ultra-low temperature alarm: the temperature is lower than the set minimum value 

(sub-level 2) 

 Ultra-high temperature alarm: the temperature is higher than the set maximum value 

(sub-level 2) 
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 Humidity alarm: humidity reaches a critical value 

 Operating current abnormal alarm: there is no operating current in the screen backlight 

 Smoke alarm: smoke inside 

 Water accumulation alarm: accumulated water reaches the alarm value (one level two) 

 Impact warning: impact 

 Heater abnormal alarm: if the heater is not turned on at a low temperature, the heater is 

not turned off at a high temperature. 

 Open door status alarm: door is opened and an alarm occurs 

 

Equipment Management 

The device management page can see a list of all devices owned. 
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Device alert 

After selecting the device, click “Device Alert” to enter the alarm page of the selected device. On 

this page, you can see all the alarm information of the selected device. 

 

After selecting the alarm information, click "Process Alert", where you can fill in the check and 

check of the alert. 

Device log 

can see the alert log and action log for the selected device 

Such as opening the door, screen switch records, collision records, monitoring photo records, 

screenshot records, and so on. 
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Editing device 

Edit the name, address, and description of the device. 
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Operation log 

In the operation log module, you can view the operation record of the user, including the 

login status of the account and sub-accounts, and the operation history of the device. You can 

also query the operation log by role ID, number, operation content, operation time, and so on. 
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Mobile browser 

Login in 

Enter the URL: omc.marveltechgroup.com in the mobile browser to enter the outdoor LCD 

system operation and maintenance cloud platform on the mobile phone, and enter the account 

and password to log in. 
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Device monitoring page 

 You can select the device and check the status of the device to keep abreast of the current 

information of the device. 

 Switch between Chinese and English by clicking the Switch Language button in the upper 

right corner of the device. 

 Current device: Select the device to view based on the device ID. 

 Online status: Check if the device is online, “Green Light ON” is online, “Gray Light OFF” is 

offline. 

 Backlight power: "Green light ON" is the screen backlight on state, "gray light OFF" is the 

screen off state. 

 Current temperature: The current temperature inside the device. 

 Current humidity: The current humidity inside the device. 

 Current wind speed: The current speed of the device cooling fan. 

 Working current: 1: working current, 0: no working current. 

 Smoke status: 0: no smoke alarm, 1: smoke alarm. 

 Water accumulation status: 0: no stagnant water, 1: no stagnant water 

 Impact state: 0: no impact alarm, 1: collision alarm. 
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Alarm monitoring 

 You can view the device's alert information, including the source of the alert, the cause of 

the alert, the time of the alert, and more. 

 Source of the alarm: The sensor that has the alarm, such as temperature, smoke, humidity, 

door is open, etc. 

 Alert Cause: The cause of the alert. 

 Time: The time when the alarm occurred. 

 Details: Jump to the device's monitoring page to view the device's details. 
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Function menu 

 You can jump to different function module pages, including device monitoring, alarm 

monitoring, operation log, query statistics and logout, and operate the device: switch 

screen, screenshot, etc. 

 Equipment Monitoring: Jump to the device monitoring page. 

 Alarm Monitoring: Jump to the Alarm Monitoring page. 

 Daily Record of Operation log: Jump to the operation log page. 

 EquipmentQuery Statistics: Jump to the query statistics page. 

 Sign out: Exit the current account and return to the login page. 

 

Operation log 

Use this page to view user and device operational records and device alert records 

 

The user who operates, the device being operated, the time when the operation occurred, 

the content of the operation, and the like can be clearly known. 
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Query stats 

Page description: 

 Device Name: The name of the device. 

 Address: The address of the device. 

 Cumulative run: The total duration of the online run. 
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 This run: The duration of this online. 

 Cumulative alarm: The number of times the device has accumulated an alarm. 

 Temperature curve: The change in temperature of the device. 

On this page, you can view the overall operation of the device, including the accumulated 

running time, the current online time, the cumulative number of alarms, and the temperature 

changes. This is convenient for users to understand the overall information of the device and 

facilitate maintenance and management. 
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